
Display
15” LED-backlit display 
Projected Capacitive (PCAP) touchscreen

Processor
Intel® Celeron® J1900 up to 2.4GHz (burst)

Meomory
DDR3L RAM*1 slots, max. 8GB

Storage
1*2.5” hard drives (HDD) or flash storage (SSD)
mSATA

Powering System
External power adapter. AC100 to 240V full range.

O/S Compatibility
Windows 7/ POSReady 7 /  Windows 8 / 
Windows 10 IoT Enterprise/ Linux Kernel 3.0 or above
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EL-POS
15” Touch POS Terminal

15” Bezel-free PCAP touch display
Fanless and zeo-noise design
Water/dust proof (IP65 front bezel)
Heavy-duty aluminum die-cast housing
8” 2nd LCD (optional touch)

Make your store 
shine!

3*USB2.0
1*USB3.0
1*eSATAp/USB2.0 combo
4*RJ45 COM
1*Gigabit Ethernet
1*Line out
1*PS/2 keyboard
1*VGA
1*RJ12 cash drawer (dual cash drawer support)
1*DC12V out
1*DC in

I/O Connectivity

System Configuration

https://autrade.ru/catalog/sensornye-terminaly/sensornyy-terminal-datavan-el-pos-615s-15-p-cap-celeron-j1900-2-0-2-4-ghz-quad-core-ddr3-4g-ssd-64gb/

